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"FLEDGE" disassembly procedure

Take off 3 front screws.

OP-15056
High-Power Bladed Rotor
Replacement Tool
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Take off Upper Jacket. Take off End-Bell.

Pull out the Rotor. Take off the Sensor Module.

Timing adjustment 
screws

End-Bell

Sensor Module Rear Jacket

Upper Jacket

4 Take off Cooling FAN.

Perform the replacement of the Rotor in this procedure.

Perform the replacement of the End-Bell in this procedure.

Perform the replacement of the Sensor Module in this procedure.

Perform the assembly in the reverse order.
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Technical Service Dept.

Thank you very much for purchasing optional parts for FLEDGE. It's necessary to decompose FLEDGE in the case 
of the use with this product. Please work on replacing after reading this manual carefully.

Forced Air-cooled Motor

OP-15096～15098
FAN/Cover/end-bell set
（BLACK・RED・PURPLE）

OP-15099～
　　15101
End-Bell for
specifications without FAN
（BLACK・RED・PURPLE）

OP-15088 
"FLEDGE" Sensor Module 
with bearing

■"FLEDGE" decomposition diagram

Rotor

※ After disassembling "FLEDGE", use it for assembly.
※ The assembly video is available on our website "FLEDGE".

裏面は日本語版です

Turn the Sensor Module and pull out it so that the protrusion on the
outer circumference matches the recess on the inner circumference 
of the rear jacket.

Please be careful not to lose your shim.

When assembling, be sure to pass the FAN cable through the cable guide.

OP-15083 High-Power Rotor〈LV45〉
OP-15094 High-Speed Rotor〈LV30〉
OP-15122 Standard Rotor〈LV38〉

Upper Jacket with bearing
 OP-15109 Black
 OP-15110 Red
 OP-15111 Purple

Shim(thin)

Shim(thick)

Cable
guide


